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84.1138 Head harnesses; minimum require-
ments.

84.1139 Air velocity and noise levels; hoods
and helmets; minimum requirements.

84.1140 Dust, fume, and mist respirators;
performance requirements; general.

84.1141 Isoamyl acetate tightness test; dust,
fume, and mist respirators designed for
respiratory protection against fumes of
various metals having an air contamina-
tion level not less than 0.05 milligram
per cubic meter; minimum requirements.

84.1142 Isoamyl acetate tightness test; res-
pirators designed for respiratory protec-
tion against dusts, fumes, and mists hav-
ing an air contamination level less than
0.05 milligram per cubic meter, or
against radionuclides; minimum require-
ments.

84.1143 Dust, fume, and mist air-purifying
filter tests; performance requirements;
general.

84.1144 Silica dust test for dust, fume, and
mist respirators; single-use or reusable
filters; minimum requirements.

84.1145 Silica dust test; non-powered single-
use dust respirators; minimum require-
ments.

84.1146 Lead fume test for dust, fume, and
mist respirators; minimum require-
ments.

84.1147 Silica mist test for dust, fume, and
mist respirators; minimum require-
ments.

84.1148 Tests for respirators designed for
respiratory protection against more than
one type of dispersoid; minimum require-
ments.

84.1149 Airflow resistance tests; all dust,
fume, and mist respirators; minimum re-
quirements.

84.1150 Exhalation valve leakage test; min-
imum requirements.

84.1151 DOP filter test; respirators designed
as respiratory protection against dusts,
fumes, and mists having an air contami-
nation level less than 0.05 milligram per
cubic meter and against radionuclides;
minimum requirements.

84.1152 Silica dust loading test; respirators
designed as protection against dusts,
fumes, and mists having an air contami-
nation level less than 0.05 milligram per
cubic meter and against radionuclides;
minimum requirements.

84.1153 Dust, fume, mist, and smoke tests;
canister bench tests; gas mask canisters
containing filters; minimum require-
ments.

84.1154 Canister and cartridge requirements.
84.1155 Filters used with canisters and car-

tridges; location; replacement.
84.1156 Pesticide respirators; performance

requirements; general.
84.1157 Chemical cartridge respirators with

particulate filters; performance require-
ments; general.

84.1158 Dust, fume, and mist tests; res-
pirators with filters; minimum require-
ments; general.

TABLES TO SUBPART KK OF PART 84

AUTHORITY: 29 U.S.C. 577a, 651 et seq., and
657(g); 30 U.S.C. 3, 5, 7, 811, 842(h), 844.

SOURCE: 60 FR 30355, June 8, 1995, unless
otherwise noted.

Subpart A—General Provisions
§ 84.1 Purpose.

The purpose of the regulations con-
tained in this part 84 is:

(a) To establish procedures and pre-
scribe requirements which must be met
in filing applications for approval by
the National Institute for Occupational
Safety and Health of respirators or
changes or modifications of approved
respirators;

(b) To establish a schedule of fees to
be charged each applicant for the in-
spections, examinations, and testing
conducted by the Institute under the
provisions of this part;

(c) To provide for the issuance of cer-
tificates of approval or modifications
of certificates of approval for res-
pirators which have met the applicable
construction, performance, and res-
piratory protection requirements set
forth in this part; and

(d) To specify minimum require-
ments and to prescribe methods to be
employed by the Institute and by the
applicant in conducting inspections,
examinations, and tests to determine
the effectiveness of respirators used
during entry into or escape from haz-
ardous atmospheres.

§ 84.2 Definitions.
As used in this part—
(a) Applicant means an individual,

partnership, company, corporation, as-
sociation, or other organization that
designs, manufactures, assembles, or
controls the assembly of a respirator
and who seeks to obtain a certificate of
approval for such respirator.

(b) Approval means a certificate or
formal document issued by the Insti-
tute stating that an individual res-
pirator or combination of respirators
has met the minimum requirements of
this part, and that the applicant is au-
thorized to use and attach an approval

VerDate 11<MAY>2000 01:34 Nov 17, 2000 Jkt 190164 PO 00000 Frm 00554 Fmt 8010 Sfmt 8010 Y:\SGML\190164T.XXX pfrm02 PsN: 190164T


		Superintendent of Documents
	2014-12-30T09:18:14-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




